ADJUSTABLE
THREAD RING GAGES

The Southem Style

Featuring superior design and unigue
advantages over conventional AGD style.
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ADILUS TMENT The Southern Sivie features ithe unigue Automatic Au!l"-r'dt-"l'l‘l
Helix Adjusiment. The Helix path of the thread along P =
the line of adjustment remains true and in alignment = % I
throughaut the entire life of the gage. f = :
|
The conventional AGD Style presents a mis-alignment s
of the threads ot the adjusting slot when reset. ADJLSETM E."lll'—lrz -—

The Sounthera Stvie sets round and stays round i
threugh all adjusiments, due to the eceentric
design and opposing pressures of the sdjustiog
and locking mee hanisms.

The AGD Style himgres ut the two terminal holes
and becomes more and more epa-shapad us the ring
a is adjusted.

The Southern Style Adjusting Screw contacts the
0 comical sexi of the insert, maintaining a rigid seiting
and holding the two thread ends in perfect alignment
even througeh rough handling.

The AGD Sivle slesve axsembly permits the gage faces
to become mis-aligned at the adjusting slot.

SETTING THE SOUTHERN STYLE THREAD RING GAGE:
ALWAYS LOOSEN THE CLAMP SCREW FIRST-INSERT THE SET PLUG

CLAMP

SCREYW
If too tight or il sei plug will not enter: INSERT If too looses
{a) hosen clamp serew 104 turn {a) loosen clamp screw 1/4 turn
(b) advance adjusting 1/8 turn i{b) back out adjusting 1/8 turn
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(c) tighten clamp serew ETCHER (¢} thghien clamp screw

CIRCIES ——
idy if still tpo tight, repeat procedure INDICATE () if still ton tight, repeat procedure
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